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The tool for increasing optical construction work 
efficiency and supporting communication service reliability.

CLETOP® SERIES

CLETOP® SERIES
Optical Connector Cleaner Lineup

Removes dirt you can’t even see without scratching the end face1P O I N T

Designed in response to the voices of actual on site workers, they show improvement in both excellent portability and 
working efficiency.

Compact design with workability in mind2P O I N T

In consideration of the health of workers and the surrounding environment, there is no need for any cleaning fluids such 
as organic alcohol, etc.

No cleaning solution required means they are friendly to the environment3P O I N T
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Cassette Grip Type
CLETOP-S

W:125 × D:35 × H:85
over 400 times

Replaceable Cartridge (6 reels/set)
Blue tape/White tape
14110700 / 14110710

A Type

14110501
 single core (ideal for Ø2.5mm)

B Type

14110601
single core, multi core (no pin)

Lever Type Cassette 
CLETOP

W:130 × D:40 × H:75
over 400 times

Replaceable Cartridge (6 reels/set)
Blue tape / White tape

14100700 / 14100710

A Type

14100501
single core (ideal for Ø2.5mm)

Plug

B Type

14100601
single core, multi core (no pin)

MT-RJ Type

14100101
MT-RJ (with pin)

MPO Type

MT, MPO (with pin)

Product Specifications

Cassette Grip Type
CLETOP-S

W:125 × D:35 × H:85
over 400 times

Replaceable Cartridge (6 reels/set)
Blue tape/White tape

A Type

single core (ideal for Ø2.5mm)

B Type

single core, multi core (no pin)
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Lever Type Cassette 
CLETOP

W:130 × D:40 × H:75
over 400 times

Replaceable Cartridge (6 reels/set)
Blue tape / White tape

A Type

single core (ideal for Ø2.5mm)

Plug

B Type

single core, multi core (no pin)

MT-RJ Type

MT-RJ (with pin)

MPO Type

MT, MPO (with pin)

Object
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Product

Model #
Compatible Connectors
Size(mm)
Usages

• Für effektives und konsistentes Reinigen von LWL-Steckern ohne Alkohol oder andere Lösungsmittel.
• Handlich und leicht. Einfach und sicher in der Anwendung, sei es im Labor, der Produktion oder im Feldeinsatz.
• Das Reinigungsband kann ersetzt werden, deshalb kostensparend.
• Mit einem Band erreichen Sie 400 Reinigungsvorgänge.
• Exzellente Antistatik Eigenschaften, verhindert so eine Neuverschmutzung der Ferrule mit Staub nach der Reinigung.

Es gilt grundsätzlich: 
Das weiße Band ist das feinere Band und muss für 1,25mm Ferrulen sowie MPO und andere Mehrfaserstecker 
verwendet werden.
Das blaue Band ist gröber und kann für 2,5mm Stecker verwendet werden. Aber auch bei diesen Ferrulen empfehlen 
wir das universelle weiße Reinigungsband.
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