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Sheath Clamp CLAMP-S70 series 

Sheath Clamps CLAMP-S70 series are 

used exclusively with Fujikura 70S series 

and 19S. 

2 types of sheath clamps are available for 

different fiber type and coating diameter. 

 

 Model  CLAMP-S70C  CLAMP-S70D 

 Applicable 

 number of fiber 
 Single 

 Coating diameter  100 to 3000 μm  900 μm loose tube fiber 

 Cleave length 5 to 16 mm  5  to 16 mm 

 Fiber holding  Magnetic clamping 

 Sheath Clamp setting 

 onto splicer 
 Sheath clamp is slotted onto the slide stage and secured with a screw. 

 Dimensions  42L x 29W x 26H (mm) 

 Weight  35g for 1 pair 

 Use for 
 70S/80S, 19S 

  ** CLAMP-S70C is standard item for 70S/80S and 19S. 

Specifications and descriptions are subject to change without prior notice.

  

CLAMP-S70 series 

Note: 

CLAMP-S70 series is 

supplied as a pair, for 

the left and the right 

respectively. 

coating diameter 

100～1000μm 

5～16mm 

5～16mm coating diameter 

1000～3000μm 

5～16mm 
900μm 

Loose tube fiber 

CLAMP-S70D 

CLAMP-S70C 

How to set 




